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REV ECN. NO. APP| DATE
A EDICAD INICIAL
£rE _ . 1.6 SPECIFICATION

Fitch Between Poles: 6.35mm

Current Ratng: 134
Voltage Rating: 600V
Contact Resistance: SM L) (Max)

Insulation Resistance: 10000 €} Min,
Vithstand Voltage: 1500V AC / 1 Winute.
Tempereture Range: -25°C to +85°C
Material: Nylon 66, L84V-2

HOW TO ORDER:

1- M* of Contacts
01 to 04

57 | MX-6350-H-S-M-[ JP-[ ]

1 2

2- (R) RoHS Compliant

MATRIX

A MATRIX TECNOLOGIA IND. E COM. LTDA.

LIMNIT SCALE
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TITLE

6,35mm HOUSING

DATE SEPTEMBER 2007

TOLERANCE: +0.25 SINGLE ROW MALE |APP. BY
—] m MATL CHK. BY
o W DWG. NO. DR. BY DINO
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REV] ECN. NO. APP| DATE
A EDICAO INICIAL
SPECIFICATION

Pitch Between Poles: 6.35mm

Current Rating: 13A

Voltage Rating: 600V

Contact Resistance: SM 2 {Max)

Insulation Resistance: 10000 €1 Min,
Vithstand Voltage: 1500V AC / 1 Winute.
Tempereture Range: -25°C to +85°C

Material:

HOW TO ORDER:
MX-6350-H-D-M-[06]P-[ ]

1-

Nylen 66, ULE4V-2

1 2

M* of Contacts
06

2- (R) RoHS Compliant
A
MaTRIX MATRIX TECNOLOGIA IND. E COM. LTDA.
L 1T SEE THEE DATE SEPTEMBER 2007
6,35mm HOUSING

TOLERANCE: £0.25
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